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Technical parametres: 
 
Description: The largest hall, total capacity is 2764 fix seats (downstairs - 1775 seats, balcony - 989 seats). Ideal 
for congresses, social and cultural events. Auditorium-like arrangement of seats. Entry from 1st, 2nd and 4th floors. 
Possibility to lower ceiling (for balcony covering).  

 
Floor  1-4 
Total area (sq.m) 4214 
Width (m) 54 
Lenght (m) 50 
Height (m) 2,6 - 19,5 
Lenght without stage (m) 38 
Max carrying capacity (kg/sq.m) 400 
Max calorifie value (W/sq.m) 70 

Number and dimension of entry points (m) 
1st floor - 6 x 1,6 (W) * 2,1 (H), 2nd floor - 6 x 1,6 
(W) * 2,1 (H), 4th floor - 2 x 1,6 (W) * 2,1 (H) 

Floor material linoleum 
Wall material static non-standard acoustics 
Lowerceiling material non-standard acoustics 
Stage area (sq.m) 615 
Carrying stage (kg/m2) 400 
Night of stage from floor (m) 1 
High above stage (m) 25 
Width of stage (m) 36 
Depth of stage (m) 22 
Noise polution Congress Foyer (small) 
Stage composition 24 moveable tables 
Stage depth (m) 22 
Width of scenic portal (m) 10,5 ; 13; 14,4 
Point pulls 18 pcs - max. weight 300 kg 
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Capacities: 
 
Theater  2764 
Council  0 
School  0 
"U"  0 
Cabaret  0 
Buffet  0 
Banquet  0 
 
 

Possibilities: 
 

Variability no 

Hall constructions 
possible to adjust viewpoint - lower ceiling, possible 
to adjust stage - moveable tables 

Electric outlets 
1 x 3f. 380V/250A, 1 x 3f . 380 V/100A, 1 x 1f. 
220V/16A 

Cold water no 
Water outlet no 
Curtain two sectioned which slided two sides 
Art works curtain - Alois Fišárek - Sun 
Lockable possible (provided using a line) 
Light control firmly built in - 3rd floor 
Sound control firmly built in - 3rd floor 
Projection rooms (basic parameters) firmly built in - 3rd floor (70.35 mm) 
Day light no 
Place of lighting control light control box 
Main regulated lighting available 
Operating lighting available 
Scenic lighting max. 127 pcs scenic 2 kW lights and 26 pcs 5 kW 
Darkening no 
Fixed screen 20,6 m (width) x 9,9 m (height) 
Telephole line 34 
Number of PC sockets  
Internet available 
Furnishings 2764 compact armchairs 
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Room layouts: 
 
Parter v.1 
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Balcon v.1 
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Parter v.2 
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Balcon v.2 
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Theatre 
 

 


