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Technical parameters: 
 
Description: The multipurpose hall suitable especially for congresses, symposia, theatre and film performances, 
concerts, balls and other social events including exhibitions. The space is equipped with a telescopic stage and an 
auditorium. Maximum capacity is 1034 seats ( 648 on the ground floor and 386 on the balcony).  

 
Floor  2 -4 
Exhib. area (sq.m) 852 
Total area (sq.m) 1873,4 
Width (m) 35 
Lenght (m) 47 
Height (m) 19,4 
Lenght without stage (m) 36 - 47 
Max carrying capacity (kg/sq.m) 400 
Max calorifie value (W/sq.m) 70 

Number and dimension of entry points (m) 
2nd floor - 6 x 1,8 (W) * 2.1 (H) , 3rd floor - 4 x 1,8 
(W) * 2.1 (H) , 4th floor - 4 x 1,6 (W) * 2,1 (H) 

Floor material wood - parquet blocks 
Wall material non-standard acoustics / carpet 
Lowerceiling material non-standard acoustics 
Stage area (sq.m) 180 
Carrying stage (kg/m2) staticky 4900 N/m2, pri zvedani 980 N/m2  
Night of stage from floor (m) 0 - 1,6 
High above stage (m) 12-15 
Width of stage (m) 16-17 
Depth of stage (m) 11 
Noise polution Small Hall, Forum Hall Foyer (small) 
Stage composition 9 moveable tables 
Width of scenic portal (m) 10,5 ; 13; 14,4 
Point pulls 1 back piece + 2 side pcs 
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Horizontal pulls 16 pcs - max. weoght 300 kg 
 
 

Capacities: 
 

Theater  1034 
Council  850 
School  750 
"U"  0 
Cabaret  470 
Buffet  1200 
Banquet  600 
 
 

Possibilities: 
 

Variability available 

Hall constructions 
possible to adjust viewpoint - sliding viewpoint, 
possible to adjust podium -shifting tables 

Electric outlets 
2 x 3f. 380V/200A, 1 x 3f . 380 V/80A, 6 x 3f. 380 
V/20A, 1 x 1f. 220V/16A 

Cold water no 
Water outlet no 
Curtain two sectioned hanging 
Art works curtain - Mr. Sladký 
Lockable possible (provided using a line) 
Light control firmly built in - 4th floor 
Sound control firmly built in - 4th floor 
Projection rooms (basic parameters) firmly built in - 4th floor (35mm) 
Day light no 
Place of lighting control light control box 
Main regulated lighting available 
Operating lighting available 
Scenic lighting max. 76 pcs scenic 2kW light and 16 ks 1kW 
Darkening no 

Fixed screen 
cinema screen 8.05 m (w) * 4.85 m (h), projection 
distance 38.6 m 

Internet available 
Furnishings  
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Room layouts: 
 
Arena 
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Theatre v.1 
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Theatre v.2 
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Ball v.1 
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Ball v.2 
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School 
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„U“ 
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Council v.1 
 

 



��������	
��������
����

������

�
����� 11�

Council v.2 
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Geneve 
 

 


