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Technical parametres: 
 
Description: Ideal for meetings of individual congress sections, seminars, conferences, courses and company 
presentations. The space may be divided into three parts with a mobile wall. Maximum capacity of this hall is 240 
seats.  

 
Floor  2 
Exhib. area (sq.m) 222 
Total area (sq.m) 276,4 
Width (m) 13 
Lenght (m) 21 
Height (m) 3,20 
Max carrying capacity (kg/sq.m) 400 
Max calorifie value (W/sq.m) 700 

Number and dimension of entry points (m) 
1.8 (W) * 2.1 (H) + 1.55 (W) * 2,1 (H) + 0,85 (W) * 
2.1 (H) 

Floor material carpet 
Wall material SDK, glass 
Lowerceiling material SDK 
Stage area (sq.m) mobile, max. 36 
Carrying stage (kg/m2) 200 
Night of stage from floor (m) 0,2 - 1 
Width of stage (m) max. 6 
Depth of stage (m) max. 6 
Noise polution South Hall, Meeting Hall I and V (small) 
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Capacities: 
 

Theater  240 
Council  200 
School  150 
"U"  0 
Cabaret  77 
Buffet  250 
Banquet  110 
 
 

Possibilities: 
 

Variability available 

Hall constructions 
It is possible to divide the hall into three parts with a 
mobile wall. 

Electric outlets 2 x 3f. 380V/32A, 1 x 1f. 220V/ 16A 
Cold water no 
Water outlet no 
Lockable South Hall, Meeting Hall I and V (small) 
Day light available 
Place of lighting control switch in the hall 
Main regulated lighting no 
Operating lighting available 
Scenic lighting possible (mobile) 
Darkening available 
Telephole line 10 
Number of PC sockets 10 
Internet available 
Furnishings yes 
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Room Layouts: 
 
Theatre 
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School 
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„U“ 
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Council 
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Geneve 
 

 


